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To dismantle existing buttress area without disturbance
of re—bars. The concrete surface shall be blown with
compressed air and moistured. After installation of
inserted article L150x150x12 remaining gaps shall be
filled with heat—resistant concrete (minimum specified
compressive strength fc'=21 MPa in accordance with
ACl 318-19) on fine aggregate

NOTES:
1. This project has been elaborated on the assumption of suitable technical condition of existing structures and
inserted articles to be used for future operation. To restore corrosion protection of existing inserted articles
in accordance with instructions on sheet —004.
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AutoCAD SHX Text
To dismantle existing buttress area without disturbance of re-bars. The concrete surface shall be blown with The concrete surface shall be blown with compressed air and moistured. After installation of After installation of inserted article L150х150х12 remaining gaps shall be remaining gaps shall be filled with heat-resistant concrete (minimum specified compressive strength fc'=21 MPa in accordance with ACI 318-19) on fine aggregate Участок существующего контрфорса разобрать без нарушения арматуры. Поверхность бетона продуть Поверхность бетона продуть сжатым воздухом и увлажнить. После установки После установки закладного изделия L150х150х12 оставшиеся зазоры L150х150х12 оставшиеся зазоры заполнить жаростойким бетоном (минимальная (минимальная заданная прочность на сжатие fc'=21 MПa в соответствии с ACI 318-19) на мелком на мелком заполнителе
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New steel plates shall be installed Установить новые стальные щиты
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Existing inserted article (see notes item 1) Существующее закладное изделие (смотрите  примечание п.1)
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Shall be cut with reinforcement bars preservation in the column and wall Срубить с сохранением выпусков арматуры в колонне и стене
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Inserted articles in a new reinforced concrete beam Закладные изделия в новой ж.б. балке
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Inserted article L150х150х12 in a new reinforced concrete beam Закладное изделие L150х150х12 в новой ж.б. балке
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Inserted article in а new reinforced concrete сantilever Закладное изделие в новой ж.б. консоле
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After disassembling levelling of surface in places, where deviation from vertical line is found, shall be done with cement mortar of design compressive strength 150 kg/cm    50 kg/cm    2После разборки выравнивание поверхности в местах, где обнаружатся отклонения от вертикали, производить цементно-песчаным  раствором с расчетным сопротивлением на сжатие 150 кг/см кг/см 2
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Structures to be dismantled (see notes item 2) Разбираемые конструкции (смотрите примечание п.2)
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УСЛОВНЫЕ ОБОЗНАЧЕНИЯ:
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NOTES: 1. This project has been elaborated on the assumption of suitable technical condition of existing structures and This project has been elaborated on the assumption of suitable technical condition of existing structures and assumption of suitable technical condition of existing structures and  of suitable technical condition of existing structures and inserted articles to be used for future operation. To restore corrosion protection of existing inserted articles in accordance with instructions on sheet -004. 2. When disassembling, care should be taken to prevent disturbance of structures that are not subject to When disassembling, care should be taken to prevent disturbance of structures that are not subject to dismantling.
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ПРИМЕЧАНИЯ: 1. Данный проект разработан в предположении пригодного технического состояния используемых для Данный проект разработан в предположении пригодного технического состояния используемых для дальнейшей эксплуатации закладных изделий. Восстановить антикоррозионную защиту существующих закладных изделий. Восстановить антикоррозионную защиту существующих закладных изделий в соответствии с указаниями на листе -004. 2. При разборке соблюдать меры предосторожности, чтобы не нарушить конструкции, не При разборке соблюдать меры предосторожности, чтобы не нарушить конструкции, не подлежащие разборке.  
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